
Appl.No. 10/047,324 
Replacement Sheet Providing Formal 
Figures 
Sheet 1 of 3 



13 



DISPLAY 



20 



RF 

SUBSYSTEM/ 
BASEBAND 
PROCESSING 



22 



COMMUNICATION 
PORT 



24 



PERIPHERAL 



10> 



12 



PROCESSOR 



POWER 



14 



FK3.1 



-2» 





NON - VOLATILE 






MEMORY 






r 






VOLATILE 






MEMORY 




- DYNAMIC RAM 






- STATIC RAM 



26 



INPUT DEVICE 

- KEYBOARD 

- DIGITIZER 



^-16 



-26 



MEMORY 
CONTROLLER 



^3 



30 



/32b /32d /32f /32h 
.34 rJ-. rU. ^U. 



I ,-64 



v 36 



20 



-32a ^32c ^32e ^32$ 

FIG. 2 



2s. 



AppLNo. 10/047,324 
Replacement Sheet Providing Formal 
Figures 
Sheet 3 of 3 



50 



BOOT SYSTEM 






READ MEMORY 
CONFIGURATION 






SEND DESIRED CAS 
LATENCY TO EACH SPD 






ASSIGN A CORRESPONDING 
VOLTAGE LEVEL TO THE 
CAS LATENCY 






DRIVE THE CORRESPONDING 
VOLTAGE LEVEL TO A SELECT 
PIN ON EACH MEMORY DEVICE 




r 



SET THE CAS LATENCY ON 
EACH MEMORY DEVICE 
BASED ON THE VOLTAGE 
LEVEL OF THE DRIVE SIGNAL 



FIG. 4 



